PRINT SERVER INSTALLATION INSTRUCTIONS

Insert Disk labeled HP Jetadmin Software for Jetdirect Print Servers

Press Next

Press Next

Press Next

Press Next

Press Yes

Highlite Network Printing and Management

Press Next

Press Next

Press Next

Press NO

Press OK to restart computer

If you are doing more than one printer on a server, the above procedure only has to be done one time, after above process has been done you can start below for second and any other printers.

While Server is restarting:  Press TEST on Print Server and pick up sheets that are printed on printer.

Circle Host Name on TCP/IP status sheet.

Logon to Server

Goto: Start-Programs-HP Jetadmin Utilities-HP Jetadmin

If Host Name Does not appear in right window    -   Press F7

Right-click on host name

Left-click on Modify

Put Unit Name in description block

Press Next

Select Manually Specify TCP/IP Configuration


TCP/IP Address: 55.23.xxx.xxx


Subnet Mask:       255.255.255.0


Default Gateway: 55.23.xxx.1

The x’s in this procedure are variables that are relevant to your sitecode

Press Next

Press Finish

Press OK to save device configuration

Right click on the TCP/IP address and select properties

Select the print quality tab

· in economode select ON

· in resolution select 300 dpi

Press OK

Select OK to change default settings

Exit Jetadmin

Remove Jetadmin CD

PRINTER SETUP

Insert 3.5” disk for HP Laserjet 6MP drivers for Windows NT 4.0

Highlite MY COMPUTER

Double-click C drive

Select File-New-Folder

Name Folder HP LJ6MP drivers  -  Press Enter

Close all windows

If you are doing more than one printer on a server, the above procedure only has to be done one time, after above process has been done you can start below for second and any other printers.

Open Windows NT Explorer

Double-click 3.5” Floppy (A:)

--Copy all files in right side of Window to C: HP LJ6MP drivers

Close all Windows

Goto  Start-Settings-Printers

Double-click add printer

Highlite MY-COMPUTER and press Next

Press Add Port

Highlite HP Jetdirect Port

Click New Port

Press Custom Setup  -  Press Next

Select TCP/IP – address in bottom half of screen, put in TCP/IP address used previously 

     in this procedure

Press Next

When Port Name comes up on your screen: 

   Change to LA-XXXXX-HP6MP-XX

THE X’s are variable and are particular to your site

Press Next

Press Next

Press Finish

Press OK

Press Close

Press Next

Press Have Disk

Press Browse and find C:\HP LJ6MP Drivers\    press open

Press OK

Press Next

Press Next

Press Shared

Change shared Name to LA-XXXXX-HP6MP-XX

    Same name used in port name previously

Press Next

Press Yes

Press Finish

After test page finishes, remove all floppies, close all programs and remove test page from printer.

